THE TOP 12 INCHES OF THE 1” X 40" ANCHOR
BOLYS SHALL BE HOT DIP GALVANIZED. ANCHOR
BOLTS SHALL BE THREADED A MINIMUM OF SiX
INCHES WITH UNC 8 THREAD. TWO, ONE iNCH
UNC 8 GALVANIZED HEX NUTS MEASURING 1-5/8"
ACROSS THE FLATS, AND TWO GALVANIZED
PLATED HOT DIPPED STEEL FLAT WASHERS
{MINIMUM 2--1/2" OUTER DIAMETER AND 3/16”
T}(iJiEK) SHALL BE PROVIDED FOR EACH ANCHOR
BOLT

CONDUIT:
MIN. 1-1/2" DIA. (Type Il Heavy wall
Rigid PYC Schedule 40 Conduit)
Or approved equal.

TOP VIEW

BOLT CIRCLE DIAMETER AS SPECIFIED

XX " SETBACK TO BE
DETERMINED BY
THE ENGINEER

30° BEND

‘GROUND ROD TO BE INSTALLED
AS SHOWN OR AS DIRECTED BY
THE ENGINEER (5/8"” DIAMETER).

‘_\F‘ACE OF CURB

SIDE VIEW
BELL END OR BUSHING

1" CROWN~SUFACE BRUSH OR TROWEL FINISH

4" TO 4 1/2” THREAD EXPOSURE
APPLY SPRAY GREASE TO THREADED
SURFACES.
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